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At Godox, we have always been dedicated to providing a comprehensive range of lighting

solutions for filmmakers and content creators. KNOWLED series, in particular, stands as a

¥ :g' - testament to our commitment to elevating the standards of professional production.

£ In the dynamic world of film and television production, lighting plays a pivotal role in

shaping narratives, evoking emotions, and capturing moments in their full splendor. With

KNOWLED cinematic lighting ecosystem, we empower filmmakers with the tools they

need to bring their creative visions to life.
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SPECS

Model

MG6K

MG4K

MG2400R

MG1200R

MG1200Bi

Luminance(with reflector)

41,000Lux with MGR30

@5m(5600K)

25,600Lux with MGR30

@5m(5600K)

32,100Lux with GR45

@3m(5600K)

118,000Lux with GR15

@3m(5600K)

149,000Lux with GR15

@3m(5600K)

Color Version

Bi-color

Bi-color

Full-color

Full-color

Bi-color

CCT 2800K-10000K 2800K-10000K 1800K-10000K 1800-10000K 2800K-6500K

Max. Power 4300W 2300W 2650W 1600W 1400W

Color Rendering CRI~97/TLCI*97 CRI*97/TLCI*98 CRIz94/TLCIz92 CRIz96/TLCI=z95 CRIz96/TLCI296/TM-30 Rf292

GM Adjustment -100%-100% -100%-100% -100%-100% / /

Weather Resistance IP65 1P65 IP65 IP65 IP65

Controls CRMX/Ethernet/DMX/ CRMX/Ethernet/DMX/ CRMX/Ethernet/DMX/ CRMX/Ethernet/DMX/ CRMX/Ethernet/DMX/Removable panel/
APP/On-board APP/On-board APP/On-board Removable panel/APP/On-board App/On-board/Remoter

Power Supply AC AC AC AC AC

Dimension

Light Body 356*378*434mm 365*339*300mm 16.1"*15.16"*14.02"/409*385*356mm 400*589*339mm 378*579*354mm

Controller 270*210*421mm 238*177*330mm 11.02"%16.54"*8.27"/280*420*210mm 189*174*404mm 162*¥190*372mm

Weight

Light Body 25kg 10kg 21kg 9.8kg 16kg

Controller 12kg 6.4kg 12kg 6.7kg 6.68kg
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SPECS

Model

M1000R

M600R

M600Bi Pro

M300R

Luminance(with reflector)

20,400Lux with GR30
@3m(5600K)

136,000Lux with BR45
@Im(5600K)

18,800Lux with BR60
@3m(5600K)

3,880Lux with BR30
@5m(5600k)

Color Version

Full-color

Full-color

Bi-color

Full-color

CCT

1800K-10000K

1800K-10000K

2800K-6500K

1800K-10000K

Max. Power

150w

720W

650W

460W

Color Rendering

CRI=95/TLCI=z94

DMX(RDM)/LumenRadio CRMX/

CQS=95/CRI=96/TLCI=96

CRI=97/TLCI=98

CRI~96, TLCI*95

Weather Resistance IP65 IP54 P54 IP65

Controls Ethernet (Art-Net & sSACN)/ CRMX/Ethernet/DMX/ DMX/LumenRadio CRMX/Etherne/Art-Net&sACN protocol/ DMX 512 controller, support RDM protocol/
Bluetooth app/controller App/On-board Bluetooth app/remove controller control LumenRadio CRMX/Ethernet/Art-Net&sACN

(controller is sold separately) protocol/Bluetooth app/controller control

Power Supply AC AC AC AC & V-mount Battery

Dimension

Light Body 7.8"*7.4"*14.53"/198*188*369mm 317*501*347mm 174*298*177mm 7.09"*9.61"*6.14"/180.09*244.09*155.96mm

Controller 7.44"%6.34"%12.64"/189*161*321Imm 189*166*334mm 189*166*334mm 6.85"*5.67"%9.8"/174.09*144.02* 248.92mm

Weight

Light Body 8.1kg 10kg 4.6kg 3.6kg

Controller 5.6kg 6kg 5.5kg 3kg
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Bi Color LED Light | MG6K Bi Color LED Light | MG6K
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Brighter Lightweight Wide CCT range: Adjustable +/- Comprehensive
Than a 6kW HMI Design 2800K-10000K Green Magenta G-mount ecosystem

MG6K

llluminace surpasses a 6kW HMI in brightness

245 kg/54 Ib lighthead without yoke (28 kg/61Ib with yoke)
CCT range: 2800K-10000K

+100% Green/Magenta adjustment

0.1% precision dimming increments

4 dimming curves

CRI»97, TLCI»97

1 built-in FX modes

Compatible with G-mount accessory ecosystem

IP65-rated weather resistance

High-efficiency heat dissipation

Control options: DMX (RDM), LumenRadio CRMX, Ethernet (Art-Net & sACN), Bluetooth App,

Controller




Bi Color LED Light | MG6K

™ Adjustmen!

+/- Green/Magenta Adjustment

Lightweight Design

41,000Lux

@5600K, Sm (with MGR30 reflector)

147, 000 Lux

@5600K, 5m (with MGR15 reflector)

Multiple-Light Arrays

MG6K

Light Body
U-type Bracket
Controller
Protection Cover

Tying Rope

MG6K K1

Light Body
U-type Bracket
Controller
Protection Cover
Tying Rope
Safety Rope

x1
x1
x1
x1
x1

x1
x1
x1
x1
x1

x1

Bi Color LED Light |

Safety Rope

DC Power Cord
AC Power Cord
Reflector MGR30

DC Power Cord

AC Power Cord

Reflector MGR30
Controller Mounting Device

Flight Case

MG6K

x1
x1

x1

x1
x1
x1
x1



Bi Color LED Light | MG4K Bi Color LED Light | MG4K

@- 10Im/W 10k B3mm

4K HmI Highest Luminous Light head Green/Magenta Smallest Emitting G-Mount
Brightness efficacy Weight Adjustment Area

MG4K

Brighter than 4kW HMI using 2000W instead of 4000W
124,000Lux @5m, 5600K with MGR15

25,600Lux @5m, 5600K with MGR30

Compact design that 10kg for light head and 18.9kg for whole setup
Highest optical efficiency by advanced light engine
Engineered by 63mm, the smallest emitting area

No extra blending component needed

Optimal light concentration to enhance brightness

67% faster heat dissipation.

G/M adjustment: £100%

CCT range: 2,800K-10,000K

IP65-rated weather resistance

Compatible with G-mount accessory ecosystem




Bi Color LED Light | MG4K

25,600Lux

@5m, 5600K (with MGR30 30°reflector)

2000

Power QOutput

Highest Optical Efficiency,Highest Luminous Effcacy in 110Im/W 10Kg for Light Head, Less than 19Kg for full setup

G/M adjustment: £100%, CCT range: 2,800K-10,000K

MG4K

Light Body
U-type Bracket
Controller
Protection Cover

Tying Rope

MG4K K1

Light Body
U-type Bracket
Controller
Protection Cover
Tying Rope
Safety Rope

x1
x1
x1
x1
x1

x1
x1
x1
x1
x1
x1

Bi Color LED Light | MG4K

Safety Rope
DCPower Cord
ACPower Cord
Reflector MGR30

Controller Mounting Device

DCPower Cord

ACPower Cord

Reflector MGR30
Controller Mounting Device

Flight Case

x1

x1



Full-color LED Light | MG2400R

Full-color LED Light | MG2400R

2650, &

Power 2650W Full Color Adjustable

MG2400R

2650W high brightness full-color LED

Instant switch between white and RGB colors

CCT: 1800K-10000K

+100% Green/Magenta adjustment

Complete G-mount accessory ecosystem

Optimized optical system for maximum output efficiency
Supports Projection, Fresnel, BeamLight, Softbox, and more
Rugged build for heavy-duty on-set use

Full IP65 weather-resistance

Flicker-free at high frame rates

KNOWLED color management for fixture consistency

Control options: CRMX, DMX, Ethernet, Bluetooth, controller

Built-in CRMX

IP65

Weatherproof




Full-color LED Light | MG2400R Full-color LED Light | MG2400R

MG2400R

Light Body x1 Controller Mounting Device x1
U-type Bracket x1 Tying Rope x1
Controller x1 Safety Rope x1
Protection Cover x1 DC Power Cord x1
Reflector GR45 x1 AC Power Cord x1
Industrial Plug (varies by country) x1

MG2400R K1

Light Body x1 Tying Rope x1
U-type Bracket x1 Safety Rope x1
Controller x1 DC Power Cord x1
Protection Cover x1 AC Power Cord x1
Reflector GR45 x1 Storage Bag SC18 x1
Controller Mounting Device x1 Storage Bag SC19 x1
Industrial Plug (varies by country) x1

MG2400R K2

Light Body x1 Controller Mounting Device x1
U-type Bracket x1 Tying Rope x1
Controller x1 Safety Rope x1
Protection Cover x1 DC Power Cord x1
Reflector Gr45 x1 AC Power Cord x1
Industrial Plug (varies by country) x1

Native Optics, Maximum Performance High Output, Infinite Colors Complete G-mount Accessory Ecosystem




Full-Color LED Light | MGI1200R

Full-Color LED Light | MGI1200R

oo, ® O 0@

High Output Full Color Lightweight Design G-Mount Accessories

MG1200R

Full-Color Lighting 1800K-10000K range for versatile effects.

1500W power with vivid color saturation.

HSI, RGBW, GEL, X-Y, CCT, FX for creative use.

Seamless Integration with Entire Setup.

Only 9.8kg for easy handling.

0.1% precision for low-light adjustments.

Flicker-Free at High Speeds.

DMX, CRMX, Ethernet, Bluetooth with app integration.

Leading Accessory Ecosystem.
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-,
*!s.i Full-Color LED Light | MGI1200R

T

Exceptional Lighting Performance

23

Full-color Stage shooting

Built for Easy Handling

MG1200R

Light Head
Controller
Protective Cover
U-Bracket

Gr45 Reflector

MG1200R K2

Light Head
Controller
Protective Cover
U-Bracket
GR45 Reflector
Super Clamp

x1
x1
x1
x1
x1

Teio’

x1
x1
x1
x1
x1
x1

b Ch

Super Clamp
Tying Rope
Safety Rope
DC PowerCord
AC Power Cord

Tying Rope
Safety Rope
DC Power Cord
AC PowerCord

Protective Wheeled Case

x1
x1
x1
x1

x1

x1

x1
x1
x1

x1

b ks

MG1200R K1

Light Head
Controller
Protective Cover
U-Bracket
GR45 Reflector
Super Clamp

"

MG1200R K3

Light Head
Controller
Protective Cover
U-Bracket
GR45 Reflector
Super Clamp

x1
x1
x1
x1
x1
x1

x1
x1
x1
x1
x1
x1

Full-Color LED Light | MGI1200R

Tying Rope
Safety Rope
DC Power Cord
AC Power Cord
Carying Case

Tying Rope

Safety Rope
DC Power Cord
AC Power Cord
Flight Case

x1

x1
x1
x1

x1
x1
x1

x1
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Bi-color LED Light | MGI2008i | J ‘ AL B SpEResha | Bi-color LED Light | MG1200Bi

120 I P65
Power 1200W Weather Resistance 2800K-6500K G-Mount 86,100lux@3m
with Fresnel

MG1200Bi

CCT: 2800-6500K

1200W power across all color temperatures

CQS=94, CRIz96, TLCIZz96, R15292, TM-30 Rf292

Controls: DMX & RDM, LumenRadio CRMX, Ethernet (SACN and ArtNet protocol), App control,
2.4GHz remote, on-board and removable panel

Compatible with Godox G-Mount with a complete light shaping system
IP65 weather resistance

0.1% stepless adjustment

High efficient heat dissipation system

4 dimming curves

1 built-in FX effects

360° rotatable U-Type yoke

8-meters power cord and connecting cord




Bi-color LED Light | MG1200Bi

loi... fA@oi.
OO

MG1200Bi MG12008Bi K1(3 reflectors included)

Light Body x1 Power Cable x1 U-type Bracket x1 DC Connect Cable x1

U-type Bracket x1 Carry Bag x1 Controller x1 30° Reflector GR30 x1

Controller x1 Controller Mounting Device PCOT1 x1 Antenna x1 45° Reflector GR45 x1

Antenna x1 Light Protection Cover x1 Steel Rope x1 60° Reflector GR60 x1

Steel Rope x1 DC Connect Cable x1 Power Cable x1 Soft Case SCO1 x1

Reflector GR45 x1 Controller Mounting Device PCOI1 x1 Reflector Case 1 x1
Light Protection Cover x1

'ge‘ﬂéa ..ﬂﬁ“é@
OOD er. OOL ee

MG1200Bi K2 (4 reflectors included) MG1200Bi K3 (4 reflectors & hard case included)

Light Body x1 DC Connect Cable x1 Light Body x1 DC Connect Cable x1
U-type Bracket x1 15° Reflector GR15 x1 U-type Bracket x1 15° Reflector GR15 x1
Controller x1 30° Reflector GR30 x1 Controller x1 30° Reflector GR30 x1
Antenna x1 45° Reflector GR45 x1 Antenna x1 45° Reflector GR45 x1
Steel Rope x1 60° Reflector GR60 x1 Steel Rope x1 60° Reflector GR60 x1
Power Cable x1 Soft Case SCOI1 x1 Power Cable x1 Hard Case HCO1 x1
Controller Mounting Device PCO1 x1 Reflector Case 2 x1 Controller Mounting Device PCO1 x1 Reflector Case 2 x1
Night-for-day lighting Studio set lighting Sunlight-through-windows simulation Light Protection Cover x1 Light Protection Cover x1
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G-Mount Accessory Ecosystem For MG Series

Reflector Fresnel Lens

MGRI15 MGR20 MGR30 MGR45 GF18M
15°Reflector 20°Reflector 30°Reflector 45°Reflector Motorized Fresnel Lens

MAX60
BeamLight Reflector BeamLight Reflector

Projection Attachment GP19/26/36K A

EeEen 0000 0O00000

Lens 19° Lens 26° Lens 36° Iris Diaphragm Gobo Set GP-GS1 Gobo Set GP-GS4
GP-ID
GP26K | @@.@@% .0@6%. .ooooo
Projection Attachment | Gobo Set GP-GS2 Gobo Set GP-GS3 Gobo Set GP-GS5

With 26° Lens

Softbox Liteflow Diffusion Motorized Bracket

GL3/GL4/GL7 GP3/GP4/GP5 GS33/GS34/GS44 GO3/G04/GO5 LiteFlow AD21/32/33 ZB03
Lantern Softboxes Parabolic Softboxes Rectangular Softboxes Octa Softboxes Reflector Adjustable Diffusion Zoom Beam Bracket

29

G-Mount Accessory Ecosystem For MG Series

2L

GR15 GR30 GR45 GR60 GF14 GF14B GR45B GR30B
15° Reflector 30° Reflector 45° Reflector 60° Reflector Fresnel Lens Barndoor for Fresnel Lens Barndoors Barndoors

Reflector For MG1200R/Bi MG2400R/Bi

Soft Case & Flight Case

trrrtitl

SC18 SC19 FCO5 FCO7 GP- SKID
Soft Case for Light Body Soft Case for Accessory Flight Case (for MG2400Bi/R) Flight Case (for MG6K) Skid for GP(for MG2400R/Bi MG6K)
(for MG2400Bi/R) (for MG2400Bi/R)

“ “ =B 4 - — — - = — - = —
GP-QB DC Extension Cable Coupler DC Extension Cable Coupler DC Extension Cable Coupler DC Extension Cable Coupler
Quick-Lock Bracket(for MG2400R/Bi MG6K) For MG2400Bi For MG2400R/MG6K For MG1200Bi For MG1200R
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Full-color LED Light | MIOOOR Full-color LED Light | MTIOOOR

® 100, ‘I © IP6BS

Full-color Adjustable High Power Compact Design ~ Bowens Mount Weatherproof Godox Optical System

M1000R

1000W full-color point source with Bowens Mount

Bright and saturated RGB output

Compact and lightweight for fast, mobile setups

Enhanced Bowens Mount for advanced optical modifiers

Compatible with Godox Optical System for precise light control
Wide CCT range (1800K-10,000K) with +100% G/M adjustment
14 built-in lighting effects

IP65-rated weather resistance

Built-in CRMX, supports DMX512, RDM, Art-Net, sACN, Bluetooth App
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Full-color LED Light | MIOOOR Full-color LED Light | MIOOOR

M1000R

Light Body x1 Tying Rope x1
U-type Bracket x1 Safety Rope x1
Controller x1 DC Power Cord x1
Protection Cover x1 AC Power Cord x1
Reflector BR30 x1 Controller Mounting Device x1

M1000R K1

Light Body x1 Safety Rope x1
U-type Bracket x1 DC Power Cord x1
Controller x1 AC Power Cord x1
Protection Cover x1 Controller Mounting Device x1
Reflector BR30 x1 Carrying Case x1
Tying Rope x1

Lightweight Design, Built to Move Bright, Bold, Full-Color Output Godox Optical System, Native Integration
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Full-color LED Light | M60OR Full-color LED Light | M60OR

o’ IP54 B3

Ultra-BrightColors Weather-Resistance DMX/CRMX Godox KNOWLED App

MG60OOR

+ Full-color capability

+ CCT: 1800K-10000K

+ Color light brightness greatly surpassing similar lights at equal power

136,000 lux with Reflector BR45 at 1 meter

+ Innovative optical design for high-quality output, reduced heat, and longer lifespan
+ IP54 weather-resistance

- CQS=95, CRI=96, TLCI=96

« Flicker-free performance

« Extreme temperature performance even under -20°C

+ Controls: DMX, CRMX, Ethernet (sSACN and ArtNet protocol), Bluetooth app control, on-board

+ Bowens Mount

What's in the Box

Light Body x1 Yoke x1
Reflector BR45 x1 Light Protection Cover x1
AC Power Cord x1 DC Cable x1
Safety Wire x1 Pipe Clamp x1
Controller x1 Soft Case SC20 x1
Tying Rope x1
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Bi-color LED Light | M600Bi Pro/M600BI / Bi-color LED Light | M600Bi Pro/M600BI

M600BI Pro

Light Body x1

Controller x1

Protection Cover x1

U-type Bracket x1

Reflector BR30 x1

m Tying Rope x1

e Safety Rope x1

DC Power Cord x1

‘ AC PowerCord x1
e

q e — —

Controller Mounting Device x1

POWER I PELII \OI
650,
650W output Weatherproof 2800K-6500K CRMX/DMX/

E thernet/Bluetooth

ol

M600Bi Pro K1

Light Body x1
°
M600BI Pro ;
Protection Cover x1
U-type Bracket x1
¢ CCT: 2800K - 6500K
Reflector Br30 x1
¢ IP54 weather resistance .
Tying Rope x1
« Smoother, more linear dimming Storage Bag 1
¢ Pairs seamlessly with the B60 for parallel beams Safety Rope x1
« Controls: DMX, CRMX, Ethernet, Bluetooth, and on-board control DC Power Cord 1
« exceptional durability and reliability AC PowerCord a
Controller Mounting Device x1

Precise 0.1% dimming control
11 Build-in FX effects
CRI of 97 and TLCI of 98

Bowens mount for wide compatibility
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Full Color LED Light | M30OR

® GM IP65 e

Full-Color Green/Magenta Weatherproof Built-in CRMX
Capability Adjustable

M300OR

Full-color COB light with high brightness of color
Multiple modes including CCT, HSI, RGBW, GEL, XY and FX
GM adjustable

R e 3450Lux

(G e 7270Lux

AC and V-mount battery power supply

IP65 weather resistance

B e ploy o] HT}S

CRMX/DMX/APP/On-board control

Bowens Mount Compatibility

KNOWLED professional standard ensures high color accuracy

@Im(Bare Light)

Lightweight(3.6kg) and robust body built in magnesium aluminum alloy

Bowens Mount Accessory Ecosystem for MIOOOR/M600R/M600Bi Pro/M300R

Optional Purchase

BF10 LiteFlow B6O Cs-D SB-BW-35160
Fresnel Reflector BeamLight Reflector Lantern Softbox Strip Softbox

SB-FW-120 SB-FW-70-100 QR-P QR-PT UL Series
Octa Softbox Rectangular Softbox Parabolic Softbox Quick Release Parabolic Quick Release Umbrella
Softbox Softbox

Lens 19° '
Gobo Set VSA-GS1 Gobo Set VSA-GS2
- | i
BP36K
Projection Attachment Lens 26° CB38 VSA-ID VSA-11C VSA-NT
With 36° Lens ] Gobo Set VSA-GS3 Gobo Set VSA-GS4 Lens Portabe Bag Iris Diaphragm Color Effects Set CCT Adjustment Set

40



o Y

Compact Design Versatile Power

Supply

MSG6O0R/Bi

All-new Godox magnetic mount

Lightweight Body (311g)

High-saturation & Full color

60W Power Supply

Multiple Modes: CCT, HSI, RGBW, X-Y, FX
CCT range from 1800K to 10000K(MS60R)

Godox Optical CRMX Control

Ecosystem

Paired with the SZL2 zoom lens, compatible with S60Bi optical accessories
Seamless Integration with Godox Optical Ecosystem

Removable fast-charging battery and GaN power adapter

Power Options: AC,DC 48V, USB-C ,NPF battery, V-mount batteries

©

Godox Magnetic
Mount

Powered via E27 socket, seamlessly blending into scenes as downlights, spotlights, or stage lights

DMX512 Control/LumenRadio CRMX/Ethernet/Bluetooth app Control

Full/Bi Color LED Light | MS60R/Bi

SPECS

Model

MS60Bi

MS60R

Lithium Battery Parameters

DC14.4V, 3400mAh, 48.96Wh
USB-C Input: 5V=3A, 9V=3A,
12V=2.5A, 20V=15A

DC14.4V, 3400mAh, 48.96Wh
USB-C Input: 5V=3A, 9V=3A,

12V=2.5A, 20V=15A

Light Body USB-C Port Input

20V=3A Max 60W

20V=3A Max 60W

CCT

2800K-6500K

1800K-10000K

Brightness Range

0%-100%

0%-100%

Dimming Curves

linear, S-curve, exponential, logarithmic

linear, S-curve, exponential, logarithmic

FX Mode n 14
CRI Average=97 Averagez95
TLCI Average=98 Average=95

Controlling Methods

DMX 512 controller, support RDM protocol/

LumenRadio CRMX Bluetooth app control

DMX 512 controller, support RDM protocol/

LumenRadio CRMX Bluetooth app control

Bluetooth Controlling Distance

60m

60m

Working Environment Temperature

-20°C~40°C

-20°C~40°C

Dimension

(without lens reflector and battery)

~3.03"*3.03"*3.58"

~3.03"*3.03"*3.58"

Netweight

(without lens reflector and battery)

~303g

~31lg
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Full/Bi Color LED Light | MS60R/Bi

MSG60R/Bi
Light Bodyx1 Lens Reflectorx1 Batteryx1 Metal Holder Bracketx1 USB-C Charging Cordx1 Storage Bagx1
MSG0BATO1 AD-E2 (80cm)
MSG60R/Bi 4K(4 Light Kit)
Main Kit
Light Bodyx4 Lens Power Adapterx4 Batteryx8 Metal Holder USB-C E27 Mount Power Cordx4 1to 4 Power Cordx1 Carry Casex1
Reflectorx4 MS60PAOT MS60BATO1 Bracketx4  Charging Cordx4  Adapterx4
AD-E2 (20cm)

Optional Purchase

MSG60R/Bi 2K(2 Light Kit)

& O e Je oo

Light Bodyx2 Lens Reflectorx2 Power Adapterx2 Batteryx4 Magnetic Kitx2 Zoom Lensx2 Parabolic Rectangular Metal Holder UsB-C
MS60PAOQ1 MS60BATO1 MK SZL2 Softboxx1 Softboxx1 Bracketx2 Charging Cordx2
SP1 SSiI AD-E2 (20cm)

E27 Mount Adapterx2 Power Cordx2 1to 4 Power Cordx1 Carry Casex1

43

Full/Bi Color LED Light | MS60R/Bi

Accessories Kit

Magnetic Kitx2 Zoom Lensx2  Collapsible Diffusion Domex2 Parallel Beam Boosterx2 Parabolic Softboxx1 Rectangular Softboxx1 Carry Casex1
MK SZL2 SD15 DLS5 Lite SP1 SSi

Optional Accessories

0O ocoeess-—

Parallel Beam Reflector Octa Softbox Lantern Reflector NPF Battery Snoot GOBO Projection GOBO Projection DMX Adapter Cable
BeamLight S20 S0O2 SL1 SR15 Adapter MS60NPA AK-SN SP36K SP50K DMX-C2

: l
i\ ! I

Gobo Set Gobo Set Gobo Set Gobo Set Projection Diffsuer Color Frame Iris Dlaphragm Gobo Holder CCT Adjustment Set Collor Effects Set
SA-09-001 SA-09-002 SA-09-003 SA-09-004 SP-DUST SP-CTF SP-ID SP-CF SA-NT SA-11IC
Projection Attachment Projection Attachment 85mm Lens 60mm Lens Wide-angle 150mm Telephoto Lens Barndoor Set Softbox

+ (included a SA-0185mm lens)  (included a SA-0185mm lens) SA-01 SA-02 SA-03 SA-08 SA-30

Zoom Lens SA-P SA-P
SZL2
(LTSN ~8

Compatible with accessories of ) b
S$30/S60 focusing light when using Framing Shutter Iris Diaphragm GOBO Holder GOBO Set Scrim Set Color Filters of Color Filters of Color Temperature
Zoom Lens SZL2 SA-07 SA-06 SA-10 SA-09 SA-05 Color Effects Set Adjustment Set

SA-1IC SA-NT
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FOCUSING LIGHTS

SPECS

Model

S60

S60Bi

Power Supply

AC Power Supply: 100~240V 50/60HZ 0.9A MAX

V-port battery: Standard voltage: 14.8V (optional)

AC Power Supply: 100~240V 50/60HZ 0.9A MAX

V-port battery: Standard voltage: 14.8V (optional)

QOutput Power

60W

77W

CCT

5600K+300K

2800K+6500K

100% llluminance(LUX)(1m,darkroom)(#)

Spot (Central Area): 3200

Spot (Central Area): 3200

Flood (Central Area): 40000

Flood (Central Area): 40000

CRI/TLCI =96/297 =96/297
Brightness Range 0~100% 0~100%
Channel(CH) 32(1t032) 32 (1t0 32)

Group (GR) 16 (Ato F/0to 9) 16 (Ato F/0to 9)
Beam Angle 6°-55° 6°-55°
Working Environment Temperature -10~40°C -10~40°C

Control Method

Smartphone APP/2.4G wireless remote control/DMX control

Smartphone APP/2.4G wireless remote control/DMX control

2.4G Wireless Transmission Distance(*)

50m

50m

Dimension

Light Body: 264*107*100mm/Controller: 268*113*64mm

Light Body: 264*107*100mm/Controller: 233*112*61mm

Weight

Light Body: 1.36kg/Controller: 0.94kg

Light Body: 1.36kg/Controller: kg
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Focusing Lights | S60/S60BI Focusing Lights | S60/S60BI

\V &

Beam Angle 6°-55° 2800-6500K(Bi) CRI=z96 TLCI=97 Silent mode

S60/S60Bi

Beam angle from 6 to 55 degrees, light where you want
Variable Color Temperature

CRIz96, TLCI=97

Lighting FX

Silent mode

Controls: Godox Light app, remoter, and DMX




Focusing Lights | S60/S60Bi

Simulating natural backgrounds
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Adding atmosphere for scene

Product shooting

Focusing Lights | S60/S60Bi

Projection attachment: project a highly focused and controlled beam of light.This attachment is what
enables you to get the utmost out of creativity of Focusing light series for it is specially designed for

fitting a vast range of light shaping accessories.

SA-P Projection

Attachment (included SA-01
a SA-0185mm Lens) 85mm Lens

S60/S60Bi

Light Head x1 Wrench x1
Controller Box x1 Connect Cable x1 SA-02 60mm SA-03150mm SA-01 SA-P Projection
SA-08 Barndoor Set 1 Power Cable « Wide-angle Lens Telephoto Lens 85mm Lens  (included a SA-01)

Abundant Accessories

SA-08 Barndoor Set SA-30/SA-20 Softbox

Barndoor set: to precisely control the light beam as required. There are small clips on the plate for Offers soft and even light effects.

clipping diffusion fabric or gels on.

SA-05 Scrim set SA-07 Scrim set

To reduce the light intensity and control the light graduation. To reduce the light intensity and control the light graduation.
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KNOWLED

PEGOE Mard

PANEL LIGHTS

Model P600Bi Hard P60OR Hard/P1200R Hard P60OR Hard PRO/P1200R Hard PRO P300R/P600R
Luminance 11,400Lux @3m (5600K) 8,980Lux /17,100Lux @3m (5600K) 22,600Lux/16,245Lux @3m (5600K) 1,620Lux/3,230Lux @3m (5600K)

Color Version

Bi-color

Full-color

Full-color

Full-color

CCT 2800K-6500K 1800K-10000K 1800K-10000K 1800K-10000K
Max. Power 650W 700W/1500W 670W/1300W 350W/700W
Color Rending CQS=93/CRI=96/TLCI=96 CQS=95/CRI=96/TLCI=96 CRI=96/TLCI=98 CQS=95/CRI=96/TLCI=96

Controls

CRMX/DMX/App/On-board/Remoter

CRMX/DMX/App/On-board

CRMX/DMX/App/On-board

CRMX/DMX/Ethernet/App/On-board

Power Supply

AC

AC

AC

AC/DC 48V

Dimension(Yoke included)

571*499*121mm

496*570*119mm/834*606*170mm

433*386*166mm/743*386*166mm

563*498*155mm/776*567*153mm

Weight

10kg

11.22kg/18.5kg

13kg/22kg

11.6kg/17.8kg

52



LED Light Panel | P600Bi Hard

LED Light Panel | P600Bi Hard

650, 10«

Power 650W 2800K-6500K 93,800Lux at T meter LumenRadio CRMX Lightweight 10KG

P600OBi Hard

* CCT: 2800K-6500K

* 650W full output across all color temperatures

* A10kg 1x1 panel

* 93,800Lux at 1 meter

« Precisely designed optical lens

* CRIz96, TLCI=96

¢ 0.1% steplesss adjustment from 0.1% to full power

¢ Controls: DMX & CRMX, App control, 2.4GHz remote, on-board

« Aerospace-grade heat dissipation




Combined use as key light
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Interior lighting

Green screen lighting solution

LED Light Panel | P600Bi Hard

. .

P600Bi Hard Optional Purchase

Light Body x1

Tying Rope x1 q‘;l

Safety Rope x1 E

Hex Wrench x1 E

U-type Bracket x1 ;

Antenna x1 j

AC Power Cable x1 |
1

P60ORHAD  P300RD P300RH30 P300RB4 P300RS33 P300R04
Adapter Diffusion Honeycomb Barndoor Rectangular Softbox Octa Softbox

Compatible with certain accessories of P300R when using Adapter PEOORH AD

Optional Purchase

Space Light Softbox P6OOBHSS Rectangular Softbox (24"'x24") P600BHS22 2-light Bracket ABO2 4-light Bracket ABO4

L

L] 1]

Junior Offset Arm HJO2 Junior Multi-header HJO4 Softbox (2'x3") for ABO2 AB02S23 Softbox (3'x3") for ABO2 ABO4S33
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LED Light Panel | P600OR Hard/P1200R Hard

LED Light Panel | P600OR Hard/P1200R Hard

~N
°

Full-Color Super Brightness High Color Compact and Hard/Soft Stable CRMX
Capability Consistency Lightweight Switching Control

L < >
Vi R . 4
= ——— ,’ 2 - CCT: 1800K-10000K
5 I, + Full-color capability
- T
' ) e
- — = Fi * Super power in compact size:
— I’ [ P60OR Hard: 650W 1x1 panel
R P1200R Hard: 1200W 2x1 panel
L ; ' - CQS=95, CRI>96, TLCI296
- - + Controls: DMX, CRMX, App, and on-board control
| . . . . .
= = + Hard/soft switching with diffusion panels
el e i + Precisely designed optical lens
1 + High efficient heat dissipation
; et L -
[T
- +
-
| SN Bl -
A




LED Light Panel | P600OR Hard/P1200R Hard

P60OR Hard

Light Body x1
Metal Spacer x2
Direction Adjusting Handle x1
Yoke x1
Plastic Spacer x2

Main Cable
Safety Wire
Screw

HexWrench

Optional Purchase for P6OOR Hard

P600BHSS P600BHS22

Space Light Softbox
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Rectangular Softbox
(24"x24")

SCHO1
Sling Chain

x1
x1
x1
x1

P1200R Hard

Light Body

Metal Spacer

Direction Adjusting Handle
Yoke

Plastic Spacer

=

ABO2
2-Light Bracket

x1
x2
x1
x1
x2

ABO4
4-Light Bracket

Main Cable
Safety Wire

x1
x1

I"_']

HJO02
Junior Offset Arm

o

HJ04
Junior Multi-Header

T

AB02S23 ABO04S33
Softbox (2'x3") for ABO2 Softbox (3'x3") for ABO4

Optional Purchase for P1200R

Pt ¥
i hoBy
P1200RHSS SCHO2 P1200RHS23
Space Light Softbox Sling Chain Rectangular Softbox
R
h‘ll.'
i

ABO2-2 ABO3-2 P1200RHS22 P1200RHS32

2-Light Bracket 3-Light Bracket 2-Light Rectangular ~ 3-Light Rectangular

Softbox Softbox

P60ORH AD
Adapter

P1200RH AD

Adapter

P600RB4
Barndoor

LED Light Panel | P600OR Hard/P1200R Hard

e— | 4
P600ORHDo P300RD P300RH30 P300RB4
Domed Diffuser Diffusion Honeycomb Barndoor
Compatible with certain
P300RS33 P300R04 accessories of P300R
Rectangular Softbox Octa Softbox  when using Adapter
P60OR Hard
- —= i
P1200RH Do P600ORH30 P600ORD
Domed Diffuser Honeycomb Diffusion

P600RS34 P600ORO0O5
Rectangular Softbox Octa Softbox

Compatible with certain accessories of P6OOR when using Adapter P1200R Hard
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LED Light Panel | P600OR Hard PRO/P1200R Hard PRO
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! \ LED Light Panel | P60OOR Hard PRO/P1200R Hard PRO

1300, @

High Brightness Full Color Weatherproof CRMX Built-In Hard or Diffused Support High Frame
(2x1panel) Rate Filming

N (HRRIO

P60OR Hard PRO/1200R Hard PRO

+ 1300W in a compact 2x1 panel—unmatched punch in this form factor
+ Full-color control

+ Wide native beam angle of 50°~55° for large-area coverage
+ IP65-rated for all-weather reliability

+ High color accuracy: CRI 96+, TLCI 98+

+ 1,800K-10,000K CCT range with G/M adjustment

« Flicker-free at high frame rates

« Built-in CRMX, DMX, Bluetooth and on-board control

+ Compatible with a full range of accessories

* Quick-fit design for faster mounting and setup

+ Custom dual/triple brackets for multi-light rigs

+ Integrated PSU for cleaner setups and easier rigging




-

LED Lig’t Panel | P6OOR Hard PRO/P1200R Hard PRO - LED Light Panel | P600OR Hard PRO/P1200R Hard PRO

Light Up Big Scenes with Ease Full-Color Brilliance, Ideal for Creative Washes Ready for Any Condition




LED Light Panel | P600OR Hard PRO/P1200R Hard PRO

P1200R Hard PRO
Light Body x1 AC Power Cord x1
U-bracket x1 Safety Rope x1
Optional Accessories for P1200R Hard PRO
P1200RHDo P1200RHSS SCHO3 P1200RHS23
Domed Diffuser Space Light Softbox Sling Chain Rectangular Softbox

P1200RH AD P600ORS34 P600RO5 P600ORB4 P600ORH30

Adapter Rectangular Softbox Octa Softbox Barndoor Honeycomb

Compatible with certain accessories of PGOOR when using Adapter P1I200R HARD
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P1200R Hard PRO K1

Light Body x1 Safety Rope x1
U-bracket x1 Carry Case x1
AC Power Cord x1
ABO2-3 ABO3-3 P1200RHPS22 P1200RHPS32
2-light Bracket 3-light Bracket 2-Light Rectangular 3-Light Rectangular
Softbox Softbox
P60ORD Combo examples
Diffusion PT200R Hard PRO+P1200RH AD
+P600ORH30+P600RB4

P60OR Hard PRO

Light Body x1 AC Power Cord x1
U-bracket x1 Safety Rope x1

Optional Accessories for P6OOR Hard PRO

P600ORHDo P600BHSS P600BHS22
Domed Diffuser Space Light Softbox Rectangular Softbox(24"x24")

PG60ORH AD P300RS33 P300RO4
Adapter Rectangular Softbox Octa Softbox

Compatible with certain accessories of P300R when using Adapter P6GOOR HARD

LED Light Panel | P600R Hard PRO/P1200R Hard PRO

P600OR Hard PRO K1

Light Body
U-bracket
AC Power Cord

SCHO1
Sling Chain

P300RB4
Barndoor

x1
x1
x1

HJ02
Junior Offset Arm

P300RH30
Honeycomb

Safety Rope
Carry Case

x1

x1

HJO4
Junior Multi-Header

P300RD
Diffusion
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